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Usable Length Usable Length Stent Length Stent Diameter
(80cm) (125cm) (mm) (mm) Sheath
ZX05020080A ZX05020125A 20
ZX05030080A ZX05030125A 30
ZX05040080A ZX05040125A 40
ZX05060080A ZX05060125A 60 5 6F Z E N F LEXT M P
ZX05080080A ZX05080125A 80 ro
ZX05100080A ZX05100125A 100 P . h | D E | . S S
ZX05120080A ZX05120125A 120 erl p erG rUg Uh ng TenT ySTem
ZX05150080A ZX05150125A 150
ZX06020080A ZX06020125A 20
ZX06030080A ZX06030125A 30
ZX06040080A ZX06040125A 40
ZX06060080A ZX06060125A 60 6 6F
ZX06080080A ZX06080125A 80
ZX06100080A ZX06100125A 100
ZX06120080A ZX06120125A 120
ZX06150080A ZX06150125A 150
ZX07020080A ZX07020125A 20
ZX07030080A ZX07030125A 30
ZX07040080A ZX07040125A 40
ZX07060080A ZX07060125A 60 7 6F
ZX07080080A ZX07080125A 80
ZX07100080A ZX07100125A 100
ZX07120080A ZX07120125A 120
ZX07150080A ZX07150125A 150

The ZENFLEX™ Pro Peripheral Drug-Eluting Stent System is indicated for improving luminal diameter in the freatment
of de novo or resfenotic symptomatic lesion(s) in natfive vascular disease of the above-the-knee femoropopliteal
arteries with reference vessel diameter from 4.0 mm to 6.5 mm.
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Zylox-Tonbridge Medical Technology Co., Ltd
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® The drug coating technology ensures the Zylox Zilver PTX

Z E N F L EX ™ P P ot h I effective Paclitaxel tissue concentration within
ro e rl p e ra Q0 days. While effectively inhibiting restenosis,
it also shortens the unnecessary Paclitaxel
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Stent Platform: ZENFLEX™ Peripheral Stent System

Paclitaxel Particle Distribution Comparison

Superior Stent Design Result in The ZENFLEX™ Pro's coating technology controls downstream particulate sizes and minimizes the
possibility of distal embolism.
® Open Helical Structure ® FExcellent stent flexibili
P T\/ Il ZENFlex Pro B zilver PTX
® Segmented MicroMesh Design ® Optimal vessel conformity and coverage
e Offset Peak-Valley Design ® High radial strength and good fracture resistance oo
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Animal Test Results

The Paclitaxel coating prevents intimal thickening within the stent and further reduces the incidence of restenosis.

Unique drug coating technology of the ZENFLEX™ Pro DES

® The ZENFLEX™ Pro DES carries 3pg/mm? of Paclitaxel.
The drug coating free from any polymers, adhesives, or
excipients minimizes the potential risks of acute and

chronic inflammation after stent implantation.

® The propriefary coating posttreatment technology can
obtain a highly crystalline Paclitaxel coating layer by
recrysfallization, which effectively reduces the drug
dissolution rate and improves the sustained release of
Paclitaxel.

The dense and uniform drug coating layer of ZENFLEX™ Pro DES




